
SITE PRO ROOT GRAPPLE 

Overview 
The Albutt Site Pro Root Grapple offers unrivalled strength 
and durability not previously seen in the European market. 
The unique design, featuring a complete Hardox body allows 
the Site Pro to be used in a variety of applications such as 
Forestry, Waste Handling, Site Clearance, Demolition and 
Rock/Stone Separation.  

Features 
• Unique design shaped for hard raking in both 

directions, dig up roots, rocks, trees 
• Tine manufactured from Hardox steel; 3 times the 

strength of mild steel 
• Tine resistance to breakage and bending 
• Tine noticed and welded to main frame 
• Teeth mesh to ensure a high pressure grip of material 
• Meshed teeth can push material as small as 75mm; 

allowing fine raking in both directions 
• Move trees, rocks, waste without picking up dirt  
• Applications include; 
         - Rake and push material 
         - Dig out roots and rocks 
         - Handle timber, brash, waste 
         - Separate loose materials 
         - Rake in both directions 
         - For use on Skidsteers, telehandlers & loading shovels 

 
 Models 

 
 
 
 

Model Width Capacity Weight 

WR5250GHX 5’ 0.42m3 670kgs 

WR6260GHX 6’ 0.51m3 720kgs 

WR7270GHX 7’ 0.56m3 770kgs 

WR8280GHX 8’ 0.74m3 820kgs 
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